
 

 

 

C-Series Waterproof Admix 
 
Description 
Xypex C-Series Admix is a waterproof admixture that grows within the concrete, making it completely 
waterproof and allowing it to resist extreme hydrostatic pressure. 
 
Basic Mix Design Parameters  

 Mix must conform to BS 8500 – 2 
 

 Minimum cementitious content required - 300 kg/m3 
 

 Xypex C-Series Admix can be used with blended cements of up to 80%, either GGBS (Slag) or 
PFA (Fly ash) as part of the total cementitious content. This will determine the use of either          
C-500NF or C-1000NF in the final mix design which will be confirmed by your Xypex technical 
representative (see below). 
 

 Water cement ratios - Ideally between 0.35 – 0.55.  
 

 Water cement ratios can be broader than 0.55 and as low as 0.35 can be accepted, but this can 
depend on the actual cement content of the specific mix design. Inversely we can go as high as 
0.65 but again we would need to confirm on inspection of the mix design.  

 
         
C-Series Admixture Products  

 Two varieties of the Xypex admixture are used in the UK normally related to the percentage of 
blends with Portland rich and higher blend cement. C-1000NF is for Portland rich cements and    
C-500NF is for higher blends.  
 

 C-1000NF in the UK is typically used for Portland rich cements with blend of up to and including 
40%. 
 

 C-500NF is for the higher blend cements in the UK this is typically 41% or greater. 
 

These are not fixed and can be trialled if the need occurs. Please consult with your Xypex technical 
representative for further assistance. 
 
Dosage 

 The recommended minimum dosage for C-Series Admix, is ideally between 1% to 1.5% of the total 
cementitious content and will be finalised by your Xypex technical representative. If the 
cementitious content (including any blends) is above 400 kg/m3 then the dosage rate will need to 
be increased from 4 kg/m3 to 4.5 kg/m3 or 5 kg/m3 as Xypex needs to be at least 1% of the total 
cementitious content. Your Xypex technical representative will determine and finalise the product 
and dosage based on the final mix design. 

 

 Typical mix designs with a cement content 400 kg or less will be dosed at 4 kg/m3. 
 

 For greater cement content dosage rates of Xypex admixture may be dosed as low as 0.8%, this 
however must be approved. 

 
Other Additives 

 Xypex Admix can also be used with super plasticisers, air-entrainers, set retarders and WRAs. 


